ELECTRICAL LABORATORY- TEST REPORT
Method of Electrical And Photometric
Measurements of Solid State Lighting (LED) Products
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REMARKS: This report is governed by, and incorporates by reference, the Condition of testing as posted at its date of issuance and is intended for
your exclusive use. Any copying or replication of this report to or for any other person or entity, or use of our name or trademark, is permitted only
with our prior written permission. This report sets forth solely our findings with respect to the test samples identified herein. It includes all of
the test requested by you and the results thereof based upon the information that you provided us with. You have 10 calendar days from the date of
issuance of this report to notify us of any material error or omission; provided, however, that such notice shall be written and shall specifically
address the issue you wish to raise. A failure to raise such issue within the prescribed time shall constitute your unqualified acceptance of the
completeness of this report, the tests conducted and the correctness of the report contents. Tests are destructive and non reversible, the submitted
samples will not return to their original conditions. The client acknowledges that any remaining part of the sample will be discarded if not retreived in
a period of 30 calendar days from the date of issuance of this report.
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Possible test case verdicts:
e Test case does not apply to the test object.........ccccovvviiciciiiiciiiccnnn, N/A
o Testobject meets the reqUIreMENT...........cccovvviiiriccciiicee e P (Pass)
e Test object does not meet the requirement.............cccccooveviiiiciiiiiccenn, F (Fail)

General remarks:

“ See enclosure ## ” refers to additional information related to this report i

annexes section

e “Seetable ## ” refers to a table appended to this report in the annexes

e “Seefigure ## " refers to an image, picture or drawing appended
annexes section

e Throughout this report, a comma is used as decimal separato

eport in the

General product information: Pictures of received:

LED Street Light 24 W Sample Picture

Testing Engineer

Technical Manager
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Photometric Results using Integrating Sphere

CIE Colorimetric Parameters

Chromaticity coordinates (x)

Chromaticity coordinates (y)

Chromaticity coordinates (u’)

Chromaticity coordinates (v)

Chromaticity coordinates (v’)

Correlated color temperature (T¢)

Dw Value

Color Rendering Index (Ra)

Photometric Parameters

Luminous Flux (Lumen)

009.7 Im

Luminous Efficacy(Im/W) 89.71 Im/W
Radiant Power: S 6.646 W
Electric Parameters
Input Voltage (V) 230.10V
Current (A) 0.0974 A
Power (W) 22.40W
Power Factor y 0.9701
Frequency 50.00HZ
Test Information

25°C+1

60 minute

65 minute

2m

hod or instrument used Sphere-Spectroradiometer & Photo Goniometer

elength range in (nm) of
spectroradiometer

380nm to 780nm
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Spectrum TestReport

Product Information

Product Category: LED Street Light 24W

CIE Colorimetric Parameters

Chromaticity coordinates: x=0.3356 y=0.3413 u (u') =0.2050 v=0.3188 v'=0.4782

CCT: Tc=5362K (duv=-0.00126) Color Ratio: R=0.142 G=0.825 B=0.033
Peak Wavelength: 451nm Half Bandwidth: 22.2nm
Dominant Wavelength: 565.8nm Color Purity: 0.031

CRI: RI: Ra= 74.2
R1=76 R2=74 R3=68 R4=81 R5=75 R6E=63 R7=83 R8=73
RS =3 R10=34 R11=78 R12=34 RI13=73 RI14=81 RI15=76

v CIE1931 CHROMATICITY DIAGRAM 1.2
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0.0 = : —
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Photometric Parameters

Luminous Flux: 2009.7 Im Efficiency: 89.71 Im/W Radiant Pawer: 6.646 W

Electric Parameters

Voltage: 230.10V Current: 0.0974A Power: 22.40W
Power Factor: 0.9745 Freguency: 50.00Hz

Test Information
Scan Range: 380nm~800nm:inm  Photometric Method:
Stabilization Time: 60 Min Fhotometric Condition: Sphere diameter: 2.00m, 43
Max of Signal: 42732 (5421) CCD Integration Time: 223.03 ms
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Intensity [cd/klm] 24W LED STREETLIGHT / C-Plane measurement

G/C|cd 0.00] 10.00, 20.00] 30.00| 40.00| 50.00] 60.00| 70.00, 80.00] 90.00
0.00 241.3| 241.3| 241.3| 241.3| 241.3| 241.3| 241.3| 241.3| 241.3| 241.3
5.00 2445 247.2| 250.6| 253.7| 258.8| 260.5| 263.2| 264.6| 264.7
10.00 248.8| 255.7| 262.0, 270.3] 278.9| 283.8| 288.6| 292.1

15.00 256.0] 269.4| 280.5| 293.0] 306.0| 313.0| 321.2| 324.7

20.00 267.2| 286.3| 305.0] 325.1| 344.9| 354.3| 365.3] 371.5

25.00 282.0] 307.1| 333.8] 363.9] 392.7| 412.5| 420.9

30.00 301.5| 334.7| 372.5| 413.5| 450.5| 472.8| 469.5

35.00 326.0] 368.0| 416.7| 471.4| 504.8| 502.0, 484.2

40.00 355.5| 406.7| 469.7| 521.3| 535.1| 495.6| 453.7

45.00 390.1| 454.7| 526.9| 562.5| 534.0| 445.7| 334.8

50.00 429.3| 512.3| 588.0] 591.2| 503.0, 314.0| «475.4 " &

55.00 484.7| 594.9| 653.3] 590.7| 385.1| 166.

60.00 544.6| 639.3| 629.9| 418.6| 181.7 64.7

65.00 255.3| 227.1| 211.7| 120.2 56.4

70.00 14.2 15.0 194 22.4 23.0

75.00 7.0 7.2 7.7 7.4

80.00 4.3 4.2 4.1 4.0

85.00 2.8

90.00 1.0

G/Clcd | 100.00 140.00| 150.00| 160.00] 170.00| 180.00
0.00 241.3 241.3 241.3 241.3 241.3 241.3
5.00 264.7 258.8 253.7 250.6 247.2 2445
10.00 292.7 278.9 270.3 262.0 255.7 248.8
15.00 326.5 306.0 293.0 280.5 269.4 256.0
20.00 372.5 344.9 325.1 305.0 286.3 267.2
25.00 422.1 392.7 363.9 333.8 307.1 282.0
30.00 450.2 450.5 413.5 372.5 334.7 301.5
35.00 440.2 504.8 471.4 416.7 368.0 326.0
535.1 521.3 469.7 406.7 355.5

534.0 562.5 526.9 454.7 390.1

503.0 591.2 588.0 512.3 429.3

385.1 590.7 653.3 594.9 484.7

181.7 418.6 629.9 639.3 544.6

56.4 120.2 211.7 227.1 255.3

23.0 224 194 15.0 14.2

7.3 7.4 7.7 7.2 7.0

4.0 4.0 4.1 4.2 4.3

2.2 2.3 2.6 2.7 2.8

0.8 0.8 0.9 1.0 1.0

| Test Report No.- Page 50of 9 |




INSTITUTE OF TESTING AND CERTIFICATION

1] [ (INDIA) PVT. LTD.

G/CJcd | 190.00] 200.00| 210.00] 220.00] 230.00, 240.00

0.00 241.3 241.3| 241.3 241.3 241.3| 241.3

5.00 239.2 236.6| 232.0 229.1 224.4| 223.0

10.00 238.6 231.9| 223.6 216.9 209.4| 205.9

15.00 240.4 229.7| 217.3 207.5 195.2 189.6

20.00 244.7 228.8| 211.7 196.8 182.2 174.8

25.00 252.0 230.1| 207.5 188.3 171.7 161.4

30.00 262.0 233.7| 205.3 181.0 161.4| 149.3

35.00 277.4 241.2| 205.8 174.4 150.8| 133.8

40.00 296.0 250.8, 206.4 168.2 135.0 119.2

45.00 320.7 263.6| 208.3 154.8 122.0] 108.5

50.00 349.2 280.8| 208.9 145.9 111.7 96.3

55.00 390.3 304.8), 210.1 142.9 102.2 83.5

60.00 442.2 328.8) 217.1 142.1 88.7

65.00 259.0 246.7| 205.0 120.8 62.0

70.00 13.3 15.2 18.6 25.0 24.2

75.00

80.00

85.00

90.00

G/CJcd 350.00| 355.00

0.00 241.3 241.3

5.00 229.1 232.0 236.6 239.2 244 .4

10.00 216.9 223.6 231.9 238.6 247.5

15.00 207.5 217.3 229.7 240.4 249.4

20.00 196.8 211.7 228.8 244.7 257.1

25.00 188.3 207.5 230.1 252.0 266.0

30.00 181.0 205.3 233.7 262.0 279.2

35.00 174.4 205.8 241.2 277.4 298.5

40.00 168.2 206.4 250.8 296.0 320.6

45.00 154.8 208.3 263.6 320.7 347.9

50.00 145.9 208.9 280.8 349.2 378.6

55.00 142.9 210.1 304.8 390.3 423.9

60.00 142.1 217.1 328.8 442.2 484.3

65.00 120.8 205.0 246.7 259.0 380.0

7 ) 25.0 18.6 15.2 13.3 15.8
6.4 6.1 6.4 6.5 7.6
34 3.6 3.9 4.1 4.9
2.1 2.2 2.6 2.7 3.2
0.7 0.8 1.0 1.0 1.0
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Polar diagram 24W LED STREETLIGHT / C-Plane measurement

Intensity [cd/1000Im]

Intensity [cd1000im]
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llluminance and Intensity diagram 24W LED STREETLIGHT / C-Plane measurement
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Isocandela Diagram 24W LED STREETLIGHT / C-Plane measureme
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